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Abstract. The article provides justification for the use of pea meal in the technology of liver pate. The 

article presents the research results of emulsifying ability of pea meal in terms of its use in the pate 

technology. It was established, that dry thermal treatment and SHF thermal treatment of pea affect 

negatively its emulsifying ability. According to the data obtained, the hydrothermal method of pea meal 

processing before adding it to pate mass was chosen. The authors evaluate the fractional composition of 

emulsion of the model system liver: pea mass. On the basis of the data obtained, a pate producing 

technology employing pea meal has been developed. Rheological and organoleptic surveys of the produced 

specimens are conducted. It is proved that new types of pate surpass the control sample in a number of 

indicators: the content of animal fat is reduced, the share of vegetable protein, the content of cellulose, 

potassium, calcium and magnesium are increased.  

1 Introduction 

One of the most important tasks of the government 

policy in the sphere of healthy food is to develop 

technologies of qualitatively new foodstuffs with the 

directed change of the chemical composition, adapted to 

the requirements of an organism, using innovative 

technologies. This aspect fully applies to the production 

of meat products, including pate that occupies a 

considerable share in the total amount of culinary meat 

products.  

One of the solutions is the development of 

technology of the pate combining meat products with 

other additives that allows producing high quality 

product enriched with substances, physiologically 

important for a human body. 

Pate is a sustaining homogenized product with the 

primary meat content. The soft texture is reached by 

special ways of raw products processing and selection of 

food ingredients. A wide range of meat and meat-and-

cereal pate is produced in the world according to its type 

and quality. It varies from delicacies produced from very 

expensive ingredients, for example, bird liver, eggs, 

cognac, etc., to a mass production product containing 

pork and beef liver and by-products [1, 2]. 

One of the perspective directions on the range 

increase and the quality improvement of meat products is 

the complex use of raw products of animal and vegetable 

origin. Special attention should be paid to the question of 

maximum use of local raw products of vegetable origin. 

Legume crops are of great interest because of a 

considerable mass fraction of proteins content, their 

balance and functional characteristics. Among the 

legume crops, pea is of particular interest. It belongs to 

local traditional raw products, affordable and is of high 

nutritional and biological value. [3, 4].  

The aim of the research is to examine functional and 

technological characteristics of pea meal and the 

development of a new type of liver pate on its basis. 

 

2 Materials and methods 
 

The following raw products were considered as the 

objects of the research: pea meal, vegetable oil, pork 

animal fat, chicken liver, beef liver. 

The methods characterizing the emulsification 

processes, organleptic, physical and chemical indicators, 

rheological characteristics were used in the research. 

Emulsifying ability (EA) was determined by 

estimating the volume of emulsified oil in centrifugation. 

To fulfil this, 7 g of a product was suspended in 100 ml 

of water, followed by adding 100 ml of vegetable oil or 

animal fat. The mixture was homogenized for 5 min and 

centrifugated for 10 min. Then the volume of emulsified 

oil was measured to the total oil volume, the 

measurement results were expressed as a percentage. 

The emulsion quality of model systems was 

determined by centrifugation. To fullfill this, a 

centrifuge tube with an emulsion was placed in a 

centrifuge and centrifugated at a speed of 1500 rps-1 for 

5 minutes. After that, the height of each layer was 

measured and compared with the original height of the 

emulsion. 

The emulsion stability (ES) was determined at a 

temperature of 80 0C for 30 min and cooled with water 

at a temperature for 15 min. The emulsions were 

centrifugated at a speed of 500 rps-1 for 5 min and the 

volume of the emulsified layer was determined [5, 6]. 

Organoleptic indicators were determined by the 

profile method. The essence of the profile method is that 

the complex concept of one of the organoleptic 

© The Authors, published by EDP Sciences. This is an open access article distributed under the terms of the Creative Commons Attribution License 4.0

(http://creativecommons.org/licenses/by/4.0/). 

BIO Web of Conferences 17, 00123 (2020) https://doi.org/10.1051/bioconf/20201700123
FIES 2019



properties (taste, flavour, texture, etc.) is presented in the 

form of a set of simple components that are evaluated by 

the examiners on the quality, intensity and order of 

manifestation. 

To determine the rheological indicators of pate the 

method ST-2-02 for structuremeter was used based on 

determining the effort of loading on «Bloom» indenter 

when immersing it in the prepared sample of gelatin to a 

depth of 4 mm at a speed of (immersion) 1.0 mm/s after 

the effort of touch 7 g. The obtained maximum 

magnitude of a loading force in g is interpreted as 

“Bloom strength” of the gel (“Bloom” method). 

3 Results and discussion 

Meal was subjected to various temperature effects – SHF 

thermal treatment and dry thermal treatment, in order to 

decide whether to add it to the product and to develop 

the production technology. The analysis of the research 

results shows that pea meal has high emulsifying ability, 

in all the processing methods emulsifying ability exceeds 

80 %. 

Table 1. The effect of pea meal processing method on 

emulsifying properties 

Type of fat Unprocessed 

meal 

SHF thermal 

treatment 

Dry thermal 

treat-ment 

Emulsifying ability, % 

Vegetable 

oil 99±0.5 89±0.4 84±0.7 

Animal fat 92±0.5 83±0.4 81±0.6 

 Emulsion stability, % 

Vegetable 

oil 95±0.5 73±0.5 68±0.6 

Animal fat 86±0.3 70±0.3 65±0.4 

 

It is noted that when vegetable oil is used as a base 

oil, unprocessed pea meal has the highest emulsifying 

ability, that is 99 %, that presupposes that almost all the 

amount of oil added is emulsified. After meal has been 

subjected to heat treatment emulsifying ability is 

reduced. It should be noted that animal fat is emulsified 

worse than vegetable oil, which is probably due to its 

structure. The emulsion stability as well as the 

emulsifying ability depends on the method of meal 

processing. And the higher the thermal effect, the worse 

the emulsion stability. 

Thus, it was found that for preparation of pate and 

production of stable emulsion products, pea meal should 

not be precured. However, it is impractical to add meal 

in the dry state, meal is subjected to hydromechanical 

treatment in the process of cooking, therefore, the study 

of a model systems pea meal : water was of great 

interest. 

Pea meal was cooked in water for 5 minutes with 

constant stirring, preventing the formation of lumps, the 

mass obtained was cooled to a temperature of 22–24 °C 

and was used to determine the emulsifying properties 

according to the standard procedure. 

A system with a ratio of 1:3 possesses the best 

hydromodule, while the dry matter content is 33 %, 

which corresponds to the dry matter content in the raw 

product replaced by the formulation. The system with 

hydromodule 1:2, despite of the fact that it has high EA 

and ES, is very consistent, dry matter content is more 

than 50 %. 

 
Fig. 1. The influence of a hydromodule on emulsifying ability 

of the model systems pea meal : water. 

 

Fig. 2.  The effect of a hydromodule on emulsion stability of 

the model systems pea meal : water. 

As the formulation of a pate contains raw meat, the 

study of the emulsifying ability of the liver and pea meal 

mixture was of great interest. Pea meal is added in the 

form of mass boiled to a dry matter content of 33–35 %. 

Model systems liver : pea mass were prepared by 

mixing the components with an interval of 10 %. 

Chicken and beef liver were used as meat raw products. 

All the model systems were characterized by good 

emulsifying properties, the released oil on the surface of 

the tubes was not observed. Therefore, to estimate the 

quality of emulsions given, their fractional composition 

was evaluated [7–9]. 

 
Fig. 3. The evaluation of fractional composition of emulsions 

with vegetable oil of model systems chicken liver : pea mass. 
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Fig. 4. The evaluation of fractional composition of emulsions 

with vegetable oil of model systems beef liver : pea mass. 

 
Fig. 5. The evaluation of fractional composition of emulsions 

with animal fat of model systems chicken liver : pea mass. 

 
Fig. 6. The evaluation of fractional composition of emulsions 

with animal fat of model systems beef liver : pea mass. 

According to the results of the studies, it was found 

that systems containing pea 40–50 wt % for chicken 

liver and 40–60 wt % for systems with beef liver were 

more stable. 

For the development of a pate containing pea meal, 

the liver was replaced with pea meal in order to preserve 

the mass fraction of protein in it, to improve food 

product texture, reduce caloric content and to enrich with 

vegetable additives. When determining the rate of the 

meal added, the content of dry substances both in the 

liver and in the pea meal, which was used instead of the 

liver, was taken into account. 

The rate of pea meal added was taken from the 

calculation of the preservation of the total amount of dry 

substances in the developed samples compared to the 

control sample. 

On the basis of studies of emulsifying abilities of 

model systems liver : pea mass, the recipes of pate were 

developed with the replacement of liver with pea mass in 

the amount of 30 and 50 %. 

The amount of meal for cooking pea mass was 

calculated on the basis that when boiling, the weight 

fraction of dry substances in the pea mass will be  

34–37 %. 

To cook the pate, pea meal is boiled in water to thick 

mass (dry substances content is 34-37%) and is added at 

the stage of kneading of all the components according to 

the traditional technology of cooking pate from liver.  

The results of organoleptic evaluation of pate from 

chicken liver show that the developed pate for all the 

indicators does not differ from the traditional pate, 

except for the indicator “taste”, in the evaluation of 

which there is less bitterness of the native taste of  liver. 

Similar properties of this indicator are observed in 

pate from beef liver, the colour of samples with the 

addition of pea is lighter. 

For a more complete study of the indicators 

“Texture” and “Taste and flavour”, which are of priority 

for the consumer, the profile method of evaluation was 

used [10–12]. Diagrams of texture and taste and flavour 

evaluation are presented in figures 7–8.  

 

a) 

b) 

Fig. 7. Profilograms of tasting evaluation of the pate texture:  

a) from chicken liver; b) from beef liver. 

From assessment of profilograms of organoleptic 

evaluation, it can be noted that the developed pate 

produced from pea meal is not inferior, and in some 

respects superior of the control samples. 
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Accordingly, it has a softer texture, does not have 

foreign off-flavours and flavours, including pea taste. It 

has a grainy texture thanks to including bulb onion and 

carrot in the formulation.  

 

 

a) 

 

b) 

Fig. 8. Profilograms of tasting evaluation of the pate taste: 

a) from chicken liver; b) from beef liver.  

During the organoleptic evaluation, the tasters noted 

an improvement of the tablespread of the pate 

experimental samples in comparison with the control 

sample. The developed pate due to the addition of pea 

meal have a less pronounced bitter taste of the liver. 

Moreover, pate produced from chicken liver has a more 

soft texture compared to pate from beef liver, and in 

terms of “Taste and flavour”, on the contrary, pate from 

beef liver is superior to the chicken one due to the 

properties of the liver itself. 

For all other indicators (appearance, section view) 

the experimental samples have equivalent values. 

The analysis of the rheological evaluation results of 

chicken liver pate showed that with the increase of 

exposure time on the product, the deformation increases 

in direct proportion to the time for all types of pate, 

while the deformation rate is directly proportional to the 

time of immersion. 

However, the loading force is different for the control 

sample and for the pate with pea meal. Thus, when the 

indenter is immersed to a depth of 4 mm, this indicator is 

111.8, 60.0 and 56.5 g for the control samle and for 

samples with replacement of 30 and 50 %, respectively. 

This indicator decreases with the increase in the mass 

fraction of meal in pate, which indicates a softer texture 

and increased tenderness of pate with pea meal in 

comparison with the control sample. 

When analyzing the measurement results of 

rheological properties of pate from beef liver using the 

device called “structuremeter”, one can note the same 

patterns as in the study of rheological properties of pate 

produced from the chicken liver. Namely, the 

deformation increases with increasing time of exposure 

of the indenter on the product, and the smaller the 

loading force, the greater the deformation and the time of 

immersion. For example, at a deformation of 4 mm the 

loading force is 125.3, 92.4 and 75.6 g. 

 

 
Fig. 9. The change of loading force on the indenter depending 

on the depth of penetration into chicken liver pate.  

 
Fig. 10. The change of loading force on the indenter depending 

on the depth of penetration into beef liver pate. 

Accordingly, the developed pate with pea meal has a 

softer texture than the traditional one, whereas chicken 

liver pate has a less heavy texture than beef liver one 

[13–17].  

The analysis of the results of nuitrition and energy 

value showed that in many respects the developed pate 

with pea meal is not inferior, and in some cases, 

surpasses the control samples. 

There is a decrease in the fat content in all the 

samples – by 19 % with 30 % replacement and by 32 % 

for pate with pea meal, the content of which is 50 %. 

The fiber content increases 8.8 times for all the types 

of pate with pea content of 30 %, and 14.4 times for all 

the types of pate when replacing the liver by 50 %. 

There is an increase in the content of potassium, 

calcium and magnesium. 

Replacing the liver with pea meal allows reducing 

the content of animal protein in the final product and 

increasing the content of vegetable protein, the 

deficiency of which is a frequent phemomenon. 
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Samples with liver replacement of 30 %, both for 

chicken and beef pate show the best quality indicators. 

4 Conclusion 

Theoretical and experimental justification of the use of 

pea meal in the production of pate allowed establishing 

the following: 

• pea meal has high emulsifying properties; 

• the best way to add pea meal in pate is by 

introducing pea mass substituting 30% of the mass 

fraction of the liver. 

Therefore, the use of pea meal in the liver pate 

technology allowed us to improve nutrition value, 

organoleptic properties and rheological characteristics of 

the final product. 
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